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0.4mm Contact Pitch,Stacking Height 0.8mm Board-to-Board /Board-to-FPC Connectors
BM10 Series

2022.2

■Features 
1. Higher density of the board-mounted 

components 
Extremely small board mounting pattern and low above the-
board profile makes the connectors ideally suited for small 
device applications.    
Globally unrivalled compact depth : when mated   2.98mm
   Header 2.46mm
Length - world’s smallest class : 10.4mm 

2. Reliable electrical and mechanical connection 
Despite its small mated height, unique contact configuration, 
with a 2-point contacts and effective mating length of 
0.2mm(height 0.8mm), assures highly reliable connection while 
confirming a complete mating with a definite tactile feel.

3. Large self-alignment distance 
The connectors will self-align within 0.3 mm.

4. Built-in shock absorbing feature 
The protrusions and indents in the insulator bodies protect the 
connectors from failures when exposed to sudden impact.

5. Solder wicking prevention 
Nickel barriers prevent un-intentional solder wicking. 

6. Contamination protection 
Insulator walls protect the contact areas against flux splatter or 
other physical particles contamination. 

7. Conducive traces on the PCB can run under 
the connector 
No exposed contacts on the bottom of the connector.

Decrease in the board-occupied area

High contact reliability

Splatter protection

figure.1

figure.2

figure.3

BM10 Series：P=0.4mm, H=0.8mm 40pos.
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BM10 Series●0.4mm Contact Pitch,Stacking Height 0.8mm Board-to-Board /Board-to-FPC Connectors

■Specifications

Ratings
Current rating 0.3A Operating 

temperature range -35°C to +85°C (Note 1) Storage 
temperature range -10°C to +60°C (Note 2)

Voltage rating 30V AC, DC Operating 
humidity range RH 20% to 80% Storage 

humidity range RH 40% to 70% (Note 2)

Item Specifi cation Conditions

1.Insulation resistance 50Mø min 100V DC

2.Withstanding voltage No fl ashover or insulation breakdown 100V AC / 1minute 

3.Contact resistance 100mø max. 20mV AC, 1kHz, 1mA 

4.Vibration
No electrical discontinuity of 1µs or longer 
No damage or parts dislocation

Frequency : 10 to 55 Hz, 5min, single amplitude of 0.75 
mm, 10cycles, for each directions.

5.Humidity
Contact resistance : 100mø max.,
Insulation resistance : 25Mø min. 

96hours at 40 ±2°C and humidity of 90 to 95%
No damage or parts dislocation

6.Temperature cycle
Contact resistance : 100mø max., 
Insulation resistance : 50Mø min. 
No damage or parts dislocation

-55°C ➝ 5 to 35°C ➝ 85°C ➝ 5 to 35°C
Time : 30min. ➝ 10min. ➝ 30min. ➝ 10min.
5cycles

7.Durability Contact resistance : 100mø max. 10cycles

8. Resistance to 
soldering heat

No deformation of components affecting performance
Refl ow : At the recommended temperature profi le 
Manual soldering : 350°C for 3 seconds 

Note 1 : Includes temperature rise caused by current fl ow.
Note 2 :    The term "storage" here refers to products stored for a long period prior to board mounting and use. 

The operating temperature and humidity range covers the non-conducting condition of connectors after board mounting and the  
temporary storage conditions of transportation, etc.

Note 3 : Information contained in this catalog represents general requirements for this Series. Contact us for the drawings and specifi cations 
for a specifi c part number shown.

■Material
Product Part Material Finish Remarks

Receptacle Insulator LCP Color:Black UL94V-0

Header Contacts Phosphor bronze Gold plated ---------

■Ordering information
●Receptacles / Headers

BM 10 # (0.8) − * DS − 0.4 V (**)
❶ ❷ ❸ ❹ ❺ ❻ ❼ ❽ ❾

❻ Connector style
 DS : Double-row receptacle
 DP : Double-row header

❼ Contact pitch : 0.4mm

❽ Termination type V…SMT vertical mount

❾ Packaging
      (51) : Embossed tape packaging (8,000 pieces per reel)
      (53) : Embossed tape packaging (1,000 pieces per reel)

❶ Series name : BM

❷ Series No. : 10

❸ Confi guration
 B : With mettal fi ttings
 NB : With mettal fi ttings

❹ Stacking Height : 0.8mm

❺ Number of contacts.10 to 60
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BM10 Series●0.4mm Contact Pitch,Stacking Height 0.8mm Board-to-Board /Board-to-FPC Connectors

■H=0.8mm Receptacles (With metal fittings)

■Recommended PCB mounting pattern

All dimensions : mm

Part Number HRS No. Number of Contacts A B C D E F
BM10NB(0.8)-10DS-0.4V(51) 684-6100-0 51 10 4.4 1.6 0.8 3.1 2.18 4.02
BM10NB(0.8)-16DS-0.4V(51) 684-6110-4 51 16 5.6 2.8 1.6 4.3 3.38 5.22
BM10NB(0.8)-20DS-0.4V(51) 684-6105-4 51 20 6.4 3.6 1.6 5.1 4.18 6.02
BM10NB(0.8)-24DS-0.4V(51) 684-6101-3 51 24 7.2 4.4 2 5.9 4.98 6.82
BM10NB(0.8)-30DS-0.4V(51) 684-6106-7 51 30 8.4 5.6 2 7.1 6.18 8.02
BM10NB(0.8)-34DS-0.4V(51) 684-6108-2 51 34 9.2 6.4 2.4 7.9 6.98 8.82
BM10NB(0.8)-40DS-0.4V(51) 684-6107-0 51 40 10.4 7.6 2.4 9.1 8.18 10.02
BM10NB(0.8)-44DS-0.4V(51) 684-6109-5 51 44 11.2 8.4 2.8 9.9 8.98 10.82
BM10NB(0.8)-50DS-0.4V(51) 684-6102-6 51 50 12.4 9.6 2.8 11.1 10.18 12.02
BM10NB(0.8)-60DS-0.4V(51) 684-6103-9 51 60 14.4 11.6 3.2 13.1 12.18 14.02

Note 1 : Order by number of reels.
Note 2 : This connector is NOT polarized.
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BM10 Series●0.4mm Contact Pitch,Stacking Height 0.8mm Board-to-Board /Board-to-FPC Connectors

■Headers (With metal fittings)

■Recommended metal mask dimensions

All dimensions : mm

Part Number HRS No. Number of Contacts A B C D E F
BM10B(0.8)-10DP-0.4V(51) 684-6007-5 51 10 3.32 1.6 0.8 2.74 2.3 3.18
BM10B(0.8)-16DP-0.4V(51) 684-6047-0 51 16 4.52 2.8 1.6 3.94 3.5 4.38
BM10B(0.8)-20DP-0.4V(51) 684-6009-0 51 20 5.32 3.6 1.6 4.74 4.3 5.18
BM10B(0.8)-24DP-0.4V(51) 684-6011-2 51 24 6.12 4.4 2 5.54 5.1 5.98
BM10B(0.8)-30DP-0.4V(51) 684-6013-8 51 30 7.32 5.6 2 6.74 6.3 7.18
BM10B(0.8)-34DP-0.4V(51) 684-6015-3 51 34 8.12 6.4 2.4 7.54 7.1 7.98
BM10B(0.8)-40DP-0.4V(51) 684-6003-4 51 40 9.32 7.6 2.4 8.74 8.3 9.18
BM10B(0.8)-44DP-0.4V(51) 684-6039-1 51 44 10.12 8.4 2.8 9.54 9.1 9.98
BM10B(0.8)-50DP-0.4V(51) 684-6017-9 51 50 11.32 9.6 2.8 10.74 10.3 11.18
BM10B(0.8)-60DP-0.4V(51) 684-6001-9 51 60 13.32 11.6 3.2 12.74 12.3 13.18

Note 1 : Order by number of reels.
Note 2 : This connector is NOT polarized.
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BM10 Series●0.4mm Contact Pitch,Stacking Height 0.8mm Board-to-Board /Board-to-FPC Connectors

●Receptacle (24 and above positions)

■Embossed Carrier Tape Dimensions

●Receptacle (less than 24 positions)

Ju
n.

1.
20

24
 C

op
yr

ig
ht

 2
02

4 
H

IR
O

S
E

 E
LE

C
T

R
IC

 C
O

., 
LT

D
. A

ll 
R

ig
ht

s 
R

es
er

ve
d.



6

BM10 Series●0.4mm Contact Pitch,Stacking Height 0.8mm Board-to-Board /Board-to-FPC Connectors

■Reel dimensions (Receptacles)

 Unit : mm

Part Number A B C D

BM10#(0.8)-10DS-0.4V(51) 16 7.5 17.5 21.5

BM10#(0.8)-16DS-0.4V(51) 16 7.5 17.5 21.5

BM10#(0.8)-20DS-0.4V(51) 16 7.5 17.5 21.5

BM10#(0.8)-24DS-0.4V(51) 16 7.5 17.5 21.5

BM10#(0.8)-30DS-0.4V(51) 24 11.5 25.5 29.5

BM10#(0.8)-34DS-0.4V(51) 24 11.5 25.5 29.5

BM10#(0.8)-40DS-0.4V(51) 24 11.5 25.5 29.5

BM10#(0.8)-44DS-0.4V(51) 24 11.5 25.5 29.5

BM10#(0.8)-50DS-0.4V(51) 24 11.5 25.5 29.5

BM10#(0.8)-60DS-0.4V(51) 24 11.5 25.5 29.5
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BM10 Series●0.4mm Contact Pitch,Stacking Height 0.8mm Board-to-Board /Board-to-FPC Connectors

●Header

Ju
n.

1.
20

24
 C

op
yr

ig
ht

 2
02

4 
H

IR
O

S
E

 E
LE

C
T

R
IC

 C
O

., 
LT

D
. A

ll 
R

ig
ht

s 
R

es
er

ve
d.



8

BM10 Series●0.4mm Contact Pitch,Stacking Height 0.8mm Board-to-Board /Board-to-FPC Connectors

■Reel dimensions (Header)

 Unit : mm

Part Number A B C D

BM10#(0.8)-10DP-0.4V(51) 12 5.5 13.5 17.5

BM10#(0.8)-16DP-0.4V(51) 16 7.5 17.5 21.5

BM10#(0.8)-20DP-0.4V(51) 16 7.5 17.5 21.5

BM10#(0.8)-24DP-0.4V(51) 16 7.5 17.5 21.5

BM10#(0.8)-30DP-0.4V(51) 16 7.5 17.5 21.5

BM10#(0.8)-34DP-0.4V(51) 16 7.5 17.5 21.5

BM10#(0.8)-40DP-0.4V(51) 24 11.5 25.5 29.5

BM10#(0.8)-44DP-0.4V(51) 24 11.5 25.5 29.5

BM10#(0.8)-50DP-0.4V(51) 24 11.5 25.5 29.5

BM10#(0.8)-60DP-0.4V(51) 24 11.5 25.5 29.5
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BM10 Series●0.4mm Contact Pitch,Stacking Height 0.8mm Board-to-Board /Board-to-FPC Connectors

■Usage Recommendations

Manual soldering : 340±10ç for 3 seconds

Header, Receptacle : Thickness 0.12mm

                                 : Open area ratio 100%

* When using nitrogen-reflow, 75% only at the header side.

Maximum of 0.02mm at the connector center, with both ends of the 

connector as reference points.

Cleaning is not recommended.

If you clean this product, please evaluate its performance before using it.

(Cleaning may impair the mating/unmating properties and lower 

resistance to environmental factors.)

■  Be careful when mating/unmating the connector when it is not mounted 

on the PCB as it may cause damage/deformation to contacts.

■  Avoid supporting the PCB only with the connectors.

   Support it by other means such as bolts, screws, posts, etc.

■  Excessive prying during unmating/mating may result in damage.

■  In the case of hand soldering, please do not apply any flux which

   could cause flux wicking.

■  This product may have slight color differences due to production

   lot variability, but this does not affect the performance.

■  Please refer to the following page for handling precautions when

   inserting and removing.

■  Because the product can disengage if dropped (or other impact),

   or by FPC routing, it is advised to secure the mated connectors 

   to the board with housings and cushioning materials

Note 1 :  Up to 2 cycles of Reflow soldering are possible under the 
same conditions, provided that there is a return to normal 
temperature between the first and second cycle.

Note 2 :  The temperature profi le indicates the board surface 
temperature at the point of contacts with the connector 
terminals.

1.Recommended temperature profile

2.Recommended manual soldering
3. Recommended screen thickness and open 

area ratio (Pattern area ratio)

4.Board warpage

5.Cleaning conditions

6.Precautions
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10

BM10 Series●0.4mm Contact Pitch,Stacking Height 0.8mm Board-to-Board /Board-to-FPC Connectors

■Handling Precautions when Mating Connectors

Keep the connectors parallel to each other 
when positioning. The connectors will self-
align in horizontal directions.
Do not attempt to mate the connectors starting 
at one end or side.

Press-down even until fully mated.

BM10*(0.8)-*DP-0.4V

BM10*(0.8)-*DS-0.4V
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11

BM10 Series●0.4mm Contact Pitch,Stacking Height 0.8mm Board-to-Board /Board-to-FPC Connectors

Fully mated

Lift even, keeping both connectors parallel to 
each other

When handling, circumstances may prevent 
the connectors from being kept parallel when 
un-mating. One end may be lifted as shown. 
However, to use this procedure the connector 
must be mounted on sufficiently rigid circuit 
board.
Any deflect ion of the board during this 
operat ion may result in damage to the 
connector or solder joints.

Do not attempt to start the un-mating of the 
connectors from one side or corner.
Failure to exercise caution when un-mating 
the connectors mounted on the non-rigid FPC 
may also result in connector breakage.
It is the responsibility of the user to perform 
verification of the repeated mating / un-mating 
cycles with the connectors mounted on the 
applicable FPC.

When the rigidity of the FPC is low, there is a 
r isk that the connector could break as 
illustrated in the diagram at left. 
Please use the connectors after performing a 
check of repeated operation with the FPC that 
the customer will be using. 
Evaluative results of FPC rigidity and various 
items are available. Please inquire. 

■CHandling Precautions When Un-mating Connectors

BM10*(0.8)-*DS-0.4V

BM10*(0.8)-*DP-0.4V
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BM10 Series●0.4mm Contact Pitch,Stacking Height 0.8mm Board-to-Board /Board-to-FPC Connectors

2-6-3,Nakagawa Chuoh,Tsuzuki-Ku,Yokohama-Shi 224-8540,JAPAN
https://www.hirose.com/

 MEMO：

The characteristics and the specifications contained herein are for reference purpose.  Please refer to the latest customer drawings prior to use.
The contents of this catalog are current as of date of 02/2022. Contents are subject to change without notice for the purpose of improvements.

Ju
n.

1.
20

24
 C

op
yr

ig
ht

 2
02

4 
H

IR
O

S
E

 E
LE

C
T

R
IC

 C
O

., 
LT

D
. A

ll 
R

ig
ht

s 
R

es
er

ve
d.



<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /PageByPage
  /Binding /Left
  /CalGrayProfile (Adobe Gray - 20% Dot Gain)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (Japan Color 2001 Coated)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Warning
  /CompatibilityLevel 1.3
  /CompressObjects /Off
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages false
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /DetectCurves 0.1000
  /ColorConversionStrategy /sRGB
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 524288
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo false
  /PreserveCopyPage true
  /PreserveDICMYKValues true
  /PreserveEPSInfo false
  /PreserveFlatness false
  /PreserveHalftoneInfo false
  /PreserveOPIComments false
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Preserve
  /UCRandBGInfo /Remove
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
    /Courier
    /Courier-Bold
    /Courier-BoldOblique
    /Courier-Oblique
    /Helvetica
    /Helvetica-Bold
    /Helvetica-BoldOblique
    /Helvetica-Oblique
    /Symbol
    /Times-Bold
    /Times-BoldItalic
    /Times-Italic
    /Times-Roman
    /ZapfDingbats
  ]
  /AntiAliasColorImages false
  /CropColorImages false
  /ColorImageMinResolution 150
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages true
  /ColorImageDownsampleType /Average
  /ColorImageResolution 144
  /ColorImageDepth -1
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 1.20
    /HSamples [2 1 1 2] /VSamples [2 1 1 2]
  >>
  /ColorImageDict <<
    /QFactor 0.76
    /HSamples [2 1 1 2] /VSamples [2 1 1 2]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 15
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 15
  >>
  /AntiAliasGrayImages false
  /CropGrayImages false
  /GrayImageMinResolution 150
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Average
  /GrayImageResolution 144
  /GrayImageDepth -1
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 1.50
    /HSamples [2 1 1 2] /VSamples [2 1 1 2]
  >>
  /GrayImageDict <<
    /QFactor 0.76
    /HSamples [2 1 1 2] /VSamples [2 1 1 2]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 15
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 15
  >>
  /AntiAliasMonoImages false
  /CropMonoImages false
  /MonoImageMinResolution 1200
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Average
  /MonoImageResolution 300
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects true
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile ()
  /PDFXOutputConditionIdentifier ()
  /PDFXOutputCondition ()
  /PDFXRegistryName ()
  /PDFXTrapped /False

  /CreateJDFFile false
  /Description <<
    /ENU ()
  >>
  /Namespace [
    (Adobe)
    (Common)
    (1.0)
  ]
  /OtherNamespaces [
    <<
      /AsReaderSpreads false
      /CropImagesToFrames true
      /ErrorControl /WarnAndContinue
      /FlattenerIgnoreSpreadOverrides false
      /IncludeGuidesGrids false
      /IncludeNonPrinting false
      /IncludeSlug false
      /Namespace [
        (Adobe)
        (InDesign)
        (4.0)
      ]
      /OmitPlacedBitmaps false
      /OmitPlacedEPS false
      /OmitPlacedPDF false
      /SimulateOverprint /Legacy
    >>
    <<
      /AllowImageBreaks true
      /AllowTableBreaks true
      /ExpandPage false
      /HonorBaseURL true
      /HonorRolloverEffect false
      /IgnoreHTMLPageBreaks false
      /IncludeHeaderFooter false
      /MarginOffset [
        0
        0
        0
        0
      ]
      /MetadataAuthor ()
      /MetadataKeywords ()
      /MetadataSubject ()
      /MetadataTitle ()
      /MetricPageSize [
        0
        0
      ]
      /MetricUnit /inch
      /MobileCompatible 0
      /Namespace [
        (Adobe)
        (GoLive)
        (8.0)
      ]
      /OpenZoomToHTMLFontSize false
      /PageOrientation /Portrait
      /RemoveBackground false
      /ShrinkContent true
      /TreatColorsAs /MainMonitorColors
      /UseEmbeddedProfiles false
      /UseHTMLTitleAsMetadata true
    >>
    <<
      /AddBleedMarks false
      /AddColorBars false
      /AddCropMarks false
      /AddPageInfo false
      /AddRegMarks false
      /BleedOffset [
        0
        0
        0
        0
      ]
      /ConvertColors /ConvertToRGB
      /DestinationProfileName (sRGB IEC61966-2.1)
      /DestinationProfileSelector /UseName
      /Downsample16BitImages true
      /FlattenerPreset <<
        /PresetSelector /MediumResolution
      >>
      /FormElements true
      /GenerateStructure false
      /IncludeBookmarks false
      /IncludeHyperlinks false
      /IncludeInteractive false
      /IncludeLayers false
      /IncludeProfiles true
      /MarksOffset 0
      /MarksWeight 0.283460
      /MultimediaHandling /UseObjectSettings
      /Namespace [
        (Adobe)
        (CreativeSuite)
        (2.0)
      ]
      /PDFXOutputIntentProfileSelector /DocumentCMYK
      /PageMarksFile /JapaneseWithCircle
      /PreserveEditing true
      /UntaggedCMYKHandling /UseDocumentProfile
      /UntaggedRGBHandling /UseDocumentProfile
      /UseDocumentBleed false
    >>
  ]
>> setdistillerparams
<<
  /HWResolution [600 600]
  /PageSize [612.000 792.000]
>> setpagedevice




