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Product features

UL® Recognized, Guide JDYX2, File E19180

Fuse holder

• UL Recognized, Guide IZLT2, File E14853 HLR-2A and

GMW (fuse) HWA (fuse holder)
Specialty fuse fast-acting and fuse holder

• Can be soldered direct into circuit or can be mounted in
HWA holder which can be soldered into circuit.

• Transparent window in fuse for visual determination of
open fuse element

• Fuseholder body and knob material is diallyl phthalate
• Holder includes “O”-ring, gasket, and nut
• Type HWA-AF holder includes waterproof cap (knob) AF
• Sub-miniature pin-base fuses for limited space applications

Catalog symbol: GMW (fuse)   HWA (fuse holder) 
Ampere Rating: 1/100 - 5 A
Voltage Rating: 125 Volts AC or less 
Interrupting Rating: 35 A

Agency information
Fuse

Load Opening time

100% 4 hrs. (min.)

200% 10 sec. (max.)

Catalog numbers

125 Volts

GMW-1/100 GMW-1/4 GMW-1-1/2

GMW-1/64 GMW-3/10 GMW-2

GMW-1/32 GMW-4/10 GMW-3

GMW-1/16 GMW-1/2 GMW-4

GMW-1/10 GMW-6/10 GMW-5

GMW-1/8 GMW-3/4 —

GMW-2/10 GMW-1 —

Carton quantity

Amp 
ratings

Carton 
qty.

GMW 1/100–5 100

HWA 
fuse holder

100

AF knob 100

• Sub-miniature pin-base fuses for limited
space applications

Electrical characteristics
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Dimensions - in (mm):

0.379"
(9.6mm)

Mounting hole ±0.002"
(0.5mm)

0.55"
(13.9mm)0.98"

(25.0mm)

0.69"
(17.5mm)

Front
panel

0.25"
(6.4mm)

0.28"
(7.1mm)

0.147"
(3.7mm)

Fuse

0.344"
(8.7mm)
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Mouser Electronics
  

Authorized Distributor
 
  

Click to View Pricing, Inventory, Delivery & Lifecycle Information:
 
 
 
 Eaton:   

  BK/GMW-1/4  BK/GMW-2  BK/GMW-1  BK/GMW-3/10  GMW-2/10  BK/GMW-1/100  BK/GMW-1/10  BK/GMW-1/32 

BK-GMW-1-8  GMW-1-2  GMW-1-4  GMW-3-4  GMW-1/8  GMW-1/64  BK/GMW-3  BK/GMW-4  BK/GMW-3/4 

BK/GMW-5  BK/GMW-6/10  AF  BK/GMW-1/16  BK/GMW-4/10  GMW-1-1-2  BK/GMW-1-1-2  GMW-1-32  GMW-4-10 

BK/GMW-1-2  GMW-1-10  GMW-1-16  GMW-1-100  GMW-3-10  BK/GMW-1/8  GMW-1/2  BK/HWC-AF  GMW-3/10 

HWC-AF  GMW-1/10  GMW-1/100  GMW-1-1/2  GMW-1/16  GMW-1/32  GMW-1/4  GMW-3/4  GMW-4/10

http://www.mouser.com/Bussmann
http://www.mouser.com/access/?pn=BK/GMW-1/4
http://www.mouser.com/access/?pn=BK/GMW-2
http://www.mouser.com/access/?pn=BK/GMW-1
http://www.mouser.com/access/?pn=BK/GMW-3/10
http://www.mouser.com/access/?pn=GMW-2/10
http://www.mouser.com/access/?pn=BK/GMW-1/100
http://www.mouser.com/access/?pn=BK/GMW-1/10
http://www.mouser.com/access/?pn=BK/GMW-1/32
http://www.mouser.com/access/?pn=BK-GMW-1-8
http://www.mouser.com/access/?pn=GMW-1-2
http://www.mouser.com/access/?pn=GMW-1-4
http://www.mouser.com/access/?pn=GMW-3-4
http://www.mouser.com/access/?pn=GMW-1/8
http://www.mouser.com/access/?pn=GMW-1/64
http://www.mouser.com/access/?pn=BK/GMW-3
http://www.mouser.com/access/?pn=BK/GMW-4
http://www.mouser.com/access/?pn=BK/GMW-3/4
http://www.mouser.com/access/?pn=BK/GMW-5
http://www.mouser.com/access/?pn=BK/GMW-6/10
http://www.mouser.com/access/?pn=AF
http://www.mouser.com/access/?pn=BK/GMW-1/16
http://www.mouser.com/access/?pn=BK/GMW-4/10
http://www.mouser.com/access/?pn=GMW-1-1-2
http://www.mouser.com/access/?pn=BK/GMW-1-1-2
http://www.mouser.com/access/?pn=GMW-1-32
http://www.mouser.com/access/?pn=GMW-4-10
http://www.mouser.com/access/?pn=BK/GMW-1-2
http://www.mouser.com/access/?pn=GMW-1-10
http://www.mouser.com/access/?pn=GMW-1-16
http://www.mouser.com/access/?pn=GMW-1-100
http://www.mouser.com/access/?pn=GMW-3-10
http://www.mouser.com/access/?pn=BK/GMW-1/8
http://www.mouser.com/access/?pn=GMW-1/2
http://www.mouser.com/access/?pn=BK/HWC-AF
http://www.mouser.com/access/?pn=GMW-3/10
http://www.mouser.com/access/?pn=HWC-AF
http://www.mouser.com/access/?pn=GMW-1/10
http://www.mouser.com/access/?pn=GMW-1/100
http://www.mouser.com/access/?pn=GMW-1-1/2
http://www.mouser.com/access/?pn=GMW-1/16
http://www.mouser.com/access/?pn=GMW-1/32
http://www.mouser.com/access/?pn=GMW-1/4
http://www.mouser.com/access/?pn=GMW-3/4
http://www.mouser.com/access/?pn=GMW-4/10

